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XA SF Set-up Flow Rates and Dimensions
Siphon-fed, Internal Mix, Flat Fan Spray Pattern, 1/8" and 1/4" Pipe Sizes

Liquid Capacity in GPH (Gallons Per Hour) Spray Dimensions 
at 8" Siphon Height

ATOMIZING
Fluid AIR Gravity Head Siphon HeightSpray and Air

Pipe Set-up Air Cap PSI Capacity PSI "A" "B" "C" "D"
Size Number Numbers air SCFM 18" 12" 6" 4" 8" 12" 24" 36" air in in. in feet

Fluid Cap 10 1.0 0.4 0.3 0.3 0.3 0.3 0.2 0.2 0.1 10 8 11 15 7’0
SF 050 FC3 20 1.4 0.3 0.3 0.3 0.3 0.3 0.2 0.2 0.2 20 9 12 15 7’0

& 30 1.8 0.2 0.2 0.2 0.1 0.1 30 9 12 15 6’0
Air Cap
AC1101

Fluid Cap 20 1.9 1.0 1.0 0.9 0.8 0.7 0.7 0.6 0.6 20 9 13 15 8’0
SF 100 FC6 30 2.4 0.9 0.8 0.8 0.8 0.7 0.7 0.6 0.6 30 10 14 17 9’0

& 40 3.0 0.8 0.7 0.7 0.7 0.6 0.6 0.5 0.5 40 11 15 18 10’0
1/8 Air Cap 60 4.1 0.4 0.4 0.4 0.3 0.3 0.3 60 11 16 19 9’0

AC1102
or

1/4
Fluid Cap 20 2.3 1.4 1.3 1.2 1.0 1.0 0.9 0.8 0.6 20 8 9 11 10’0

SF 150 FC2 30 2.9 1.3 1.2 1.1 0.9 0.9 0.8 0.7 0.6 30 8 10 11 11’0
& 40 3.5 1.0 0.9 0.9 0.7 0.6 0.5 0.4 40 9 11 12 10’0

Air Cap 50 4.1 0.6 0.5 0.4
AC1103

Fluid Cap 20 2.1 2.0 1.9 1.7 1.5 1.4 1.3 1.2 0.9 20 7 9 11 10’0
SF 200 FC2 30 2.7 2.0 1.9 1.8 1.6 1.5 1.5 1.3 1.0 30 7 9 12 11’0

& 40 3.3 1.8 1.7 1.6 1.4 1.3 1.2 1.0 40 8 11 13 11’0
Air Cap 50 3.9 1.1 1.0 0.9 0.7
AC1104

Standard Materials:  Nickel Plated Brass, 303 Stainless Steel and 316 Stainless Steel.  

Siphon-fed Flat Fan

DESIGN/SPRAY CHARACTERISTICS
• Lowest flow available
• Very fine atomization
• Flat fan spray pattern

• Moderate spray angle (60° - 85°)
• Moderate forward projection
• Siphon-fed

1/4”XA02 SF 050 F
XA 02 Body; F Hardware

Dimensions are approximate. Check with BETE for critical dimension applications.

TO
 O

R
D

ER
:s

pe
ci

fy
 s

pr
ay

 s
et

-u
p 

#,
 p

ip
e 

si
ze

, b
od

y 
st

yl
e,

ha
rd

w
ar

e 
an

d 
m

ou
nt

in
g 

as
se

m
bl

ie
s,

 a
nd

 m
at

er
ia

l. 
S

ee
 p

ag
e 

76
.

www.BETE.com

Spray angle performance varies with pressure. Contact BETE for specific data on critical applications.




